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Algorithms 

Incorporating Practicability into Genetic 
Algorithm-Based Time-Cost Optimization. 
—Bryan Christopher Que; 128(2), 139-43 
(2002). 

Genetic Algorithms for Construction Site Layout in 
Project Planning. —Michael J. Mawdesley, Saad 
H. Al-jibouri, and Hongbo Yang; 128(5), 418-26 
(2002). 

Architect/engineers 

Model for Predicting Performance of Architects 
and Engineers. —Yean Yng Ling; 128(5), 
446-55 (2002). 

Artificial intelligence 

Enhancing Project Evaluation and Review Tech- 

nique Simulation through Artificial Neural 

Network-based Input Modeling. —Ming Lu; 

128(5), 438-45 (2002). 

Testing of Minimization of Subjectivity in Best 
Value Procurement by Using Artificial Intelli- 
gence Systems in State of Utah Procurement. 
—Dean T. Kashiwagi and Richard Byfield; 
128(6), 496-502 (2002). 

Asia 

Build-Operate-Transfer-Type Procurement in 
Asian Megaprojects. —Mohan M. Kuma- 
raswamy and David A. Morris; 128(2), 93-102 
(2002). 

Analyzing Asian Infrastructure Development 
Privatization Market. —-Young Hoon Kwak; 
128(2), 110-6 (2002). 

Asphalt pavements 

Time of Sampling Strategies for Asphalt Pavement 
Quality Assurance. —Brenda McCabe, Simaan 
AbouRizk, and Jim Gavin; 128(1), 85-9 (2002). 

Australia 

Influence of Project Type and Procurement Method 

on Rework Costs in Building Construction 

: (000). — Peter E. D. Love; 128(1), 18-29 


(2002). 

SIM-UTILITY: Model for Project Ceiling Price 
Determination. — Wei-Chih Wang; 128(1), 
76-84 (2002). 

Budgeting 

Achieving Multiple Project Objectives through 
Contingency Management. —David N. Ford; 
128(1), 30-9 (2002). 
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Build/operate/transfer 

Build-Operate-Transfer-Type Procurement in 
Asian Megaprojects. — Mohan M. Kuma- 
raswamy and David A. Morris; 128(2), 93-102 
(2002). 

Concessionaire Selection for Build-Operate- 
Transfer Tunnel Projects in Hong Kong. — X. Q. 
Zhang, M. M. Kumaraswamy, W. Zheng, and E. 
Palaneeswaran; 128(2), 155-63 (2002). 

Alternative Concession Model for Build Operate 
Transfer Contract Projects. — L. Y. Shen, H. Li, 
and Q. M. Li; 128(4), 326-30 (2002). 

Buildings 

Identification and Resolution of Work Space Con- 
flicts in Building Construction. — Sy-Jye Guo; 
128(4), 287-95 (2002). 

Material Waste in Building Industry: Main Causes 
and Prevention. — Carlos T. Formoso, Lucio 
Soibelman, Claudia De Cesare, and Eduardo L. 
Isatto; 128(4), 316-25 (2002). 

California 

Case Study of Urban Concrete Pavement Recon- 
struction on Interstate 10. —Eul-Bum Lee, Jeff 
Roesler, John T. Harvey, and C. William Ibbs; 
128(1), 49-56 (2002). 

Canada 

Financial Outlay Modeling for a Local Sewer Re- 
habilitation Strategy. —Samuel T. Ariaratnam 
and Colin W. MacLeod; 128(6), 486-95 (2002). 

Case reports 

Case Study of Urban Concrete Pavement Recon- 
struction on Interstate 10. —Eul-Bum Lee, Jeff 
Roesler, John T. Harvey, and C. William Ibbs; 
128(1), 49-56 (2002). 

Case Study of Obsolescence and Equipment 
Productivity. — Ittiphol Bhurisith and Ali 
Touran; 128(4), 357-61 (2002). 

Change orders 

Quantitative Definition of Projects Impacted by 
Change Orders. —Awad S. Hanna, Richard 
Camlic, Pehr A. Peterson, and Erik V. Nordheim; 
128(1), 57-64 (2002). 

China 

Guarantees for Contractor’s Performance and 
Owner’s Payment in China. —Xianhai Meng; 
128(3), 232-7 (2002). 

Client relationships 

Construction Product/Service and Customer 
Satisfaction. — William F. Maloney; 128(6), 
522-9 (2002). 

Competition 

Competitive Positioning in United States Construc- 
tion Industry. —Serdar Kale and David Arditi; 
128(3), 238-47 (2002). 

Computer aided scheduling 

Constraint Programming Approach to Precast Pro- 
duction Scheduling. —W. T. Chan and Hao Hu; 
128(6), 513-21 (2002). 
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Computer aided simulation 


Unified Modeling Methodology for Construction 
Simulation. — Dany Hajjar and Simaan M. 
AbouRizk; 128(2), 174-85 (2002). 

Computer applications 

Spatial Integration in Construction. — Leonhard E. 
Bernold; 128(5), 400-8 (2002). 

Computer programming 

Constraint Programming Approach to Precast Pro- 
duction Scheduling. —W.T.ChanandHaoHu; 
128(6), 513-21 (2002). ‘ 

Computer software 

Adaptive Probabilistic Neural Network-based 
Crane Type Selection System. — Anil Sawhney 
and André Mund; 128(3), 265-73 (2002). 

Time-Lapse Digital Photography Applied to 
Project Management. — Jorge Abeid and David 
Arditi; 128(6), 530-5 (2002). 

Computer systems 

QUALICON: Computer-Based System for Con- 
struction Quality Management. — Mireille G. 
Battikha; 128(2), 164-73 (2002). 

Concrete pavements 

Case Study of Urban Concrete Pavement Recon- 
struction on Interstate 10. —Eul-Bum Lee, Jeff 
Roesler, John T. Harvey, and C. William Ibbs; 
128(1), 49-56 (2002). 

Constructability 

Constructability Analysis in the Design Firm. 
—David Arditi, Ahmed Elhassan, and Y. Cengiz 
Toklu; 128(2), 117-26 (2002). 

Constructability Concepts in West Port Highway in 
Malaysia. —Mekdam A. Nima, Mohd R. Abdul- 
Kadir, Mohd S. Jaafar, and Riadh G. Alghulami; 
128(4), 348-56 (2002). 


Construction 
Unified Modeling Methodology for Construction 
Simulation. — Dany Hajjar and Simaan M. 


AbouRizk; 128(2), 174-85 (2002). 

RISim: Resource-Interacted Simulation Modeling 
in Construction. —D. K. H. Chua and G. M. Li; 
128(3), 195-202 (2002). 

Spatial Integration in Construction. —Leonhard E. 
Bernold; 128(5), 400-8 (2002). 

Analytical and Approximate Variance of Total 
Project Cost. —Martin Skitmore and S. Thomas 
Ng; 128(5), 456-60 (2002). 

Integrated Methodology for Project Risk 
Management. — Alfredo del Cano and M. Pilar 
de la Cruz; 128(6), 473-85 (2002). 

Testing of Minimization of Subjectivity in Best 
Value Procurement by Using Artificial Intelli- 
gence Systems in State of Utah Procurement. 
—Dean T. Kashiwagi and Richard Byfield; 
128(6), 496-502 (2002). 

Use of Fuzzy Logic for Predicting Design Cost 
Overruns on Building Projects. —Karla Knight 
and Aminah Robinson Fayek; 128(6), 503-12 
(2002). 
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~ Constraint Programming Approach to Precast Pro- 
duction Scheduling. — W. T. Chan and Hao Hu; 
128(6), 513-21 (2002). 
Construction Product/Service and Customer 
Satisfaction. — William F. Maloney; 128(6), 
522-9 (2002). 


Construction costs 

Updating the Decision Aids for Tunneling. — 
Christoph Haas and Herbert H. Einstein; 128(1), 
40-8 (2002). 

Construction equipment 

Past and Future of Construction Equipment—Part 
IV. — Cliff J. Schexnayder and Scott A. David; 
128(4), 279-86 (2002). 

Case Study of Obsolescence and Equipment 
Productivity. — Ittiphol Bhurisith and Ali 
Touran; 128(4), 357-61 (2002). 

Factors in Productivity and Unit Cost for Advanced 
Machine Guidance. — Snaebjorn Jonasson, 
Phillip S. Dunston, Kamal Ahmed, and Jeff 
Hamilton; 128(5), 367-74 (2002). 

Partial Factor Productivity and Equipment Tech- 

nology Change at Activity Level in U.S. Con- 
struction Industry. —Paul M. Goodrum and Carl 

_ T. Haas; 128(6), 463-72 (2002). 

Construction industry 

Documenting and Analyzing Construction 
Failures. — Janet K. Yates and Edward E. 
Lockley; 128(1), 8-17 (2002). 

Enhancing Financial Success Among Electrical 

Contractors. — Edward J. Jaselskis, James M. 

- Kurtenbach, and John Forrest; 128(1), 65-75 

(2002). 

Assignment and Allocation Optimization of Par- 
tially Multiskilled Workforce. —Jorge E. 
Gomar, Carl T. Haas, and David P. Morton; 
128(2), 103-9 (2002). 

Mechanical Contracting Safety Issues. —Tycho 
Fredericks, Osama Abudayyeh, Mark Palm- 
quist, and Helga N. Torres; 128(2), 186-93 
(2002). 

Construction Site Safety Roles. —T. Michael 
Toole; 128(3), 203-10 (2002). 

Multiple Simulation Analysis for Probabilistic Cost 
and Schedule Integration. —Leroy J. Isidore and 
W. Edward Back; 128(3), 211-9 (2002). 

Guarantees for Contractor’s Performance and 
Owner’s Payment in China. —Xianhai Meng; 
128(3), 232-7 (2002). 

Competitive Positioning in United States Construc- 
tion Industry. —Serdar Kale and David Arditi; 
128(3), 238-47 (2002). 

Achieving Lean Design Process: Improvement 
Methodology. — Javier Freire and Luis F. 
Alarcon; 128(3), 248-56 (2002). 

Network Creation and Development for Repetitive- 
Unit Projects. —Kyoo Jin Yi, Hyun-Soo Lee, 
and Yoon Ki Choi; 128(3), 257-64 (2002). 

Benchmarking Productivity Indicators for 
Electrical/Mechanical Projects. —Awad_ S. 
Hanna, Pehr Peterson, and Min-Jae Lee; 128(4), 
331-7 (2002). 

Constructability Concepts in West Port Highway in 
Malaysia. —Mekdam A. Nima, Mohd R. Abdul- 
Kadir, Mohd S. Jaafar, and Riadh G. Alghulami; 
128(4), 348-56 (2002). 

Empirical Investigation of Construction Contrac- 
tors’ Organizational Learning. —G. K. Kulu- 
langa, A. D. F. Price, and R. McCaffer; 128(5), 
385-91 (2002). 
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Alternative Dispute Resolution 
Processes in Construction. — Sai-On Cheung, 
Henry C. H. Suen, and Tsun-Ip Lam; 128(5), 
409-17 (2002). 

Partial Factor Productivity and Equipment Tech- 
nology Change at Activity Level in U.S. Con- 
struction Industry. — Paul M. Goodrum and Carl 
T. Haas; 128(6), 463-72 (2002). 


Construction management 

Updating the Decision Aids for Tunneling. — 
Christoph Haas and Herbert H. Einstein; 128(1), 
40-8 (2002). 

Partnering on Defense Contracts. — Charles R. 
Glagola and William Malcolm Sheedy; 128(2), 
127-38 (2002). 

Incorporating Practicability into Genetic 
Algorithm-Based Time-Cost Optimization. — 
Bryan Christopher Que; 128(2), 139-43 (2002). 

QUALICON: Computer-Based System for Con- 
struction Quality Management. — Mireille G. 
Battikha; 128(2), 164-73 (2002). 

Identification and Resolution of Work Space Con- 
flicts in Building Construction. —Sy-Jye Guo; 
128(4), 287-95 (2002). 

Representing Work Spaces Generically in Con- 
struction Method Models. —Burcu Akinci, Mar- 
tin Fischer, John Kunz, and Ray Levitt; 128(4), 
296-305 (2002). 

State of Utah Performance Information Procure- 
ment System Tests. —Dean Kashiwagi and Ri- 
chard Byfield; 128(4), 338-47 (2002). 

Physiological Demands during Construction Work. 
—Tariq S. Abdelhamid and John G. Everett; 
128(5), 427-37 (2002). 

Construction Product/Service and Customer 
Satisfaction. — William F. Maloney; 128(6), 
522-9 (2002). 

Challenges in  Line-of-Balance Scheduling. 
—David Arditi, Onur B. Tokdemir, and Kangsuk 
Suh; 128(6), 545-56 (2002). 

Construction materials 

Material Waste in Building Industry: Main Causes 
and Prevention. —Carlos T. Formoso, Lucio 
Soibelman, Claudia De Cesare, and Eduardo L. 
Isatto; 128(4), 316-25 (2002). 

Construction methods 

2000 Peurifoy Lecture: Construction Practices in 
Developing Countries. —H. Randolph Thomas; 
128(1), 1-7 (2002). 

Representing Work Spaces Generically in Con- 
struction Method Models. —Burcu Akinci, Mar- 
tin Fischer, John Kunz, and Ray Levitt; 128(4), 
296-305 (2002). 

Automated Generation of Work Spaces Required 
by Construction Activities. —Burcu Akinci, 
Martin Fischer, and John Kunz; 128(4), 306-15 
(2002). 

Construction planning 

Integrated Methodology for Project Risk 
Management. — Alfredo del Cano and M. Pilar 
de la Cruz; 128(6), 473-85 (2002). 


Construction projects 

Reducing Variability to Improve Performance as a 
Lean Construction Principle. —H. Randolph 
Thomas, Michael J. Horman, Ubiraci Espinelli 
Lemes de Souza, and Ivica Zavrski; 128(2), 
144-54 (2002). 


Construction site accidents _ 

Mechanical Contracting Safety Issues. — Tycho 
Fredericks, Osama Abudayyeh, Mark Palm- 
quist, and Helga N. Torres; 128(2), 186-93 
(2002). 

Construction Site Safety Roles. — T. Michael 
Toole; 128(3), 203-10 (2002). 

Construction sites 

Adaptive Probabilistic Neural Network-based 
Crane Type Selection System. — Anil Sawhney 
and André Mund; 128(3), 265-73 (2002). 

Safety Climate in Construction Site Environments. 
— Sherif Mohamed; 128(5), 375-84 (2002). 

Genetic Algorithms for Construction Site Layout in 
Project Planning. — Michael J. Mawdesley, 
Saad H. Al-jibouri, and Hongbo Yang; 128(5), 
418-26 (2002). 

Time-Lapse Digital Photography Applied to 
Project Management. — Jorge Abeid and David 
Arditi; 128(6), 530-5 (2002). 

Contingency 

Achieving Multiple Project Objectives through 
Contingency Management. — David N. Ford; 
128(1), 30-9 (2002). 

Contractors 

Enhancing Financial Success Among Electrical 
Contractors. — Edward J. Jaselskis, James M. 
Kurtenbach, and John Forrest; 128(1), 65-75 
(2002). 

Partnering on Defense Contracts. —Charles R. 
Glagola and William Malcolm Sheedy; 128(2), 
127-38 (2002). 

Mechanical Contracting Safety Issues. —Tycho 
Fredericks, Osama Abudayyeh, Mark Palm- 
quist, and Helga N. Torres; 128(2), 186-93 
(2002). 

Guarantees for Contractor’s Performance and 
Owner’s Payment in China. —Xianhai Meng; 
128(3), 232-7 (2002). 

Empirical Investigation of Construction Contrac- 
tors’ Organizational Learning. —G. K. Kulu- 
langa, A. D. F. Price, and R. McCaffer; 128(5), 
385-91 (2002). 

Construction Product/Service and Customer 
Satisfaction. — William F. Maloney; 128(6), 
522-9 (2002). 

Contracts 

Alternative Concession Model for Build Operate 
Transfer Contract Projects. —L. Y. Shen, H. Li, 
and Q. M. Li; 128(4), 326-30 (2002). 

Correlation 

Analytical and Approximate Variance of Total 
Project Cost. —Martin Skitmore and S. Thomas 
Ng; 128(5), 456-60 (2002). 

Cost control 

Achieving Multiple Project Objectives through 
Contingency Management. —David N. Ford; 
128(1), 30-9 (2002). 

Testing of Minimization of Subjectivity in Best 
Value Procurement by Using Artificial Intelli- 
gence Systems in State of Utah Procurement. 
—Dean T. Kashiwagi and Richard Byfield; 
128(6), 496-502 (2002). 

Use of Fuzzy Logic for Predicting Design Cost 
Overruns on Building Projects. —Karla Knight 
and Aminah Robinson Fayek; 128(6), 503-12 
(2002). 

Construction Product/Service and Customer 
Satisfaction. — William F. Maloney; 128(6), 


522-9 (2002). 
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Cost estimates 

SIM-UTILITY: Model for Project Ceiling Price 
Determination. — Wei-Chih Wang; 128(1), 
76-84 (2002). 

Costs 

Influence of Project Type and Procurement Method 
on Rework Costs in Building Construction 
Projects. — Peter E. D. Love; 128(1), 18-29 
(2002). 

Multiple Simulation Analysis for Probabilistic Cost 
and Schedule Integration. — Leroy J. Isidore 
and W. Edward Back; 128(3), 211-9 (2002). 

Benchmarking Productivity Indicators for 
Electrical/Mechanical Projects. — Awad S. 
Hanna, Pehr Peterson, and Min-Jae Lee; 128(4), 
331-7 (2002). 

Case Study of Obsolescence and Equipment 
Productivity. — Ittiphol Bhurisith and Ali 
Touran; 128(4), 357-61 (2002). 

Factors in Productivity and Unit Cost for Advanced 
Machine Guidance. — Snaebjorn Jonasson, 
Phillip S. Dunston, Kamal Ahmed, and Jeff 
Hamilton; 128(5), 367-74 (2002). 

Analytical and Approximate Variance of Total 
Project Cost. —Martin Skitmore and S. Thomas 
Ng; 128(5), 456-60 (2002). 

Cranes 

Adaptive Probabilistic Neural Network-based 
Crane Type Selection System. —Anil Sawhney 
and André Mund; 128(3), 265-73 (2002). 

Critical load 

Stability Analyses and Design Recommendations 

for Practical Shoring Systems during 

_ Construction. — Jui-Lin Peng; 128(6), 536-44 

(2002). 

Decision making 

Use of Fuzzy Logic for Predicting Design Cost 


Overruns on Building Projects. —Karla Knight 
¥ and Aminah Robinson Fayek; 128(6), 503-12 


_ Arditi; 128(6), 530-5 (2002). 


(2002). 

Decision support systems 

Site Layout Planning using Nonstructural Fuzzy 
Decision Support System. —C. M. Tam, Tho- 
mas K. L. Tong, Arthur W. T. Leung, and Gerald 
W. C. Chiu; 128(3), 220-31 (2002). 

Decision Support System for Scheduling Steel Fab- 
rication Projects. —G. Karumanasseri and S. 
AbouRizk; 128(5), 392-9 (2002). 

Design 

Constructability Analysis in the Design Firm. 
—David Arditi, Ahmed Elhassan, and Y. Cengiz 
Toklu; 128(2), 117-26 (2002). 

Achieving Lean Design Process: Improvement 
Methodology. — Javier Freire and Luis F. 
Alarcon; 128(3), 248-56 (2002). 

Design/build 

Model for Predicting Performance of Architects 
and Engineers. —Yean Yng Ling; 128(5), 
446-55 (2002). 

Developing countries 

2000 Peurifoy Lecture: Construction Practices in 
Developing Countries. —H. Randolph Thomas; 
128(1), 1-7 (2002). 

Digital techniques 

Time-Lapse Digital Photography Applied to 
Project Management. —Jorge Abeid and David 


Dispute resolution 

Fundamentals of Alternative Dispute Resolution 
Processes in Construction. — Sai-On Cheung, 
Henry C. H. Suen, and Tsun-Ip Lam; 128(5), 
409-17 (2002). 

Documentation 

Documenting and Analyzing Construction 
Failures. — Janet K. Yates and Edward E. 
Lockley; 128(1), 8-17 (2002). 

Earthmoving 

Factors in Productivity and Unit Cost for Advanced 
Machine Guidance. — Snaebjorn Jonasson, 
Phillip S. Dunston, Kamal Ahmed, and Jeff 
Hamilton; 128(5), 367-74 (2002). 

Excavation 

Past and Future of Construction Equipment—Part 
IV. — Cliff J. Schexnayder and Scott A. David; 
128(4), 279-86 (2002). 

Facilities 

Genetic Algorithms for Construction Site Layout in 
Project Planning. — Michael J. Mawdesley, 
Saad H. Al-jibouri, and Hongbo Yang; 128(5), 
418-26 (2002). 

Falsework 

Stability Analyses and Design Recommendations 
for Practical Shoring Systems during 
Construction. — Jui-Lin Peng; 128(6), 536-44 
(2002). 

Financial management 

Enhancing Financial Success Among Electrical 
Contractors. — Edward J. Jaselskis, James M. 
Kurtenbach, and John Forrest; 128(1), 65-75 
(2002). 

Foreign projects 

2000 Peurifoy Lecture: Construction Practices in 
Developing Countries. —H. Randolph Thomas; 
128(1), 1-7 (2002). 

Build-Operate-Transfer-Type Procurement in 
Asian Megaprojects. —Mohan M. Kuma- 
raswamy and David A. Morris; 128(2), 93-102 
(2002). 

Fuzzy sets 

Site Layout Planning using Nonstructural Fuzzy 
Decision Support System. —C. M. Tam, Tho- 
mas K. L. Tong, Arthur W. T. Leung, and Gerald 
W. C. Chiu; 128(3), 220-31 (2002). 

Use of Fuzzy Logic for Predicting Design Cost 
Overruns on Building Projects. —Karla Knight 
and Aminah Robinson Fayek; 128(6), 503-12 
(2002). 

Global positioning 

Spatial Integration in Construction. —Leonhard E. 
Bernold; 128(5), 400-8 (2002). 

Government 

Partnering on Defense Contracts. —Charles R. 
Glagola and William Malcolm Sheedy; 128(2), 
127-38 (2002). 

High technology 

Past and Future of Construction Equipment—Part 
IV. —Cliff J. Schexnayder and Scott A. David; 
128(4), 279-86 (2002). 

Hong Kong 

Concessionaire Selection for Build-Operate- 
Transfer Tunnel Projects in Hong Kong. —X. Q. 
Zhang, M. M. Kumaraswamy, W. Zheng, and E. 
Palaneeswaran; 128(2), 155-63 (2002). 

Information 

Spatial Integration in Construction. —Leonhard E. 
Bernold; 128(5), 400-8 (2002). 


Infrastructure 

Build-Operate-Transfer-Type Procurement in 
Asian Megaprojects. — Mohan M. Kuma- 
raswamy and David A. Morris; 128(2), 93-102 
(2002). 

Analyzing Asian Infrastructure Development 
Privatization Market. — Young Hoon Kwak; 
128(2), 110-6 (2002). 

Alternative Concession Model for Build Operate 
Transfer Contract Projects. — L. Y. Shen, H. Li, 
and Q. M. Li; 128(4), 326-30 (2002). 

Interstate highways 

Case Study of Urban Concrete Pavement Recon- 
struction on Interstate 10. — Eul-Bum Lee, Jeff 
Roesler, John T. Harvey, and C. William Ibbs; 
128(1), 49-56 (2002). 

Labor 

Benchmarking Productivity Indicators for 
Electrical/Mechanical Projects. — Awad S. 
Hanna, Pehr Peterson, and Min-Jae Lee; 128(4), 
331-7 (2002). 

Learning 

Empirical Investigation of Construction Contrac- 
tors’ Organizational Learning. —G. K. Kulu- 
langa, A. D. F. Price, and R. McCaffer; 128(5), 
385-91 (2002). 

Leveling 

Factors in Productivity and Unit Cost for Advanced 
Machine Guidance. —Snaebjorn Jonasson, Phil- 
lip S. Dunston, Kamal Ahmed, and Jeff 
Hamilton; 128(5), 367-74 (2002). 

Lifting 

Adaptive Probabilistic Neural Network-based 
Crane Type Selection System. —Anil Sawhney 
and André Mund; 128(3), 265-73 (2002). 

Machinery 

Factors in Productivity and Unit Cost for Advanced 
Machine Guidance. —Snaebjorn Jonasson, Phil- 
lip S. Dunston, Kamal Ahmed, and Jeff 
Hamilton; 128(5), 367-74 (2002). 

Malaysia 

Constructability Concepts in West Port Highway in 
Malaysia. —Mekdam A. Nima, Mohd R. Abdul- 
Kadir, Mohd S. Jaafar, and Riadh G. Alghulami; 
128(4), 348-56 (2002). 

Methodology 

Unified Modeling Methodology for Construction 
Simulation. — Dany Hajjar and Simaan M. 
AbouRizk; 128(2), 174-85 (2002). 

Integrated Methodology for Project Risk 
Management. — Alfredo del Cano and M. Pilar 
de la Cruz; 128(6), 473-85 (2002). 

Models 

Unified Modeling Methodology for Construction 
Simulation. — Dany Hajjar and Simaan M. 
AbouRizk; 128(2), 174-85 (2002). 

Alternative Concession Model for Build Operate 
Transfer Contract Projects. —L. Y. Shen, H. Li, 
and Q. M. Li; 128(4), 326-30 (2002). 

Safety Climate in Construction Site Environments. 
—Sherif Mohamed; 128(5), 375-84 (2002). 
Financial Outlay Modeling for a Local Sewer Re- 
habilitation Strategy. —Samuel T. Ariaratnam 
and Colin W. MacLeod; 128(6), 486-95 (2002). 

Networks 

Network Creation and Development for Repetitive- 
Unit Projects. —Kyoo Jin Yi, Hyun-Soo Lee, 
and Yoon Ki Choi; 128(3), 257-64 (2002). 
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Neural networks 

Adaptive Probabilistic Neural Network-based 
Crane Type Selection System. — Anil Sawhney 
and André Mund; 128(3), 265-73 (2002). 

Enhancing Project Evaluation and Review Tech- 
nique Simulation through Artificial Neural 
Network-based Input Modeling. — Ming Lu; 
128(5), 438-45 (2002). 

Occupational health 

Physiological Demands during Construction Work. 
— Tariq S. Abdelhamid and John G. Everett; 
128(5), 427-37 (2002). 

Occupational safety 

Construction Site Safety Roles. — T. Michael 
Toole; 128(3), 203-10 (2002). 

Optimization 

Assignment and Allocation Optimization of Par- 

tially Multiskilled Workforce. — Jorge E. 

_ Gomar, Carl T. Haas, and David P. Morton; 
128(2), 103-9 (2002). 

Incorporating Practicability into Genetic 
Algorithm-Based Time-Cost Optimization. — 
Bryan Christopher Que; 128(2), 139-43 (2002). 

Owners 

Guarantees for Contractor’s Performance and 
Owner’s Payment in China. —Xianhai Meng; 
128(3), 232-7 (2002). 

Partnerships 

Partnering on Defense Contracts. —Charles R. 
Glagola and William Malcolm Sheedy; 128(2), 
127-38 (2002). 

Payment 

Guarantees for Contractor’s Performance and 
Owner’s Payment in China. —Xianhai Meng; 
128(3), 232-7 (2002). 

Performance evaluation 

Model for Predicting Performance of Architects 
and Engineers. —Yean Yng Ling; 128(5), 
446-55 (2002). 

Personnel management 

Assignment and Allocation Optimization of Par- 
tially Multiskilled Workforce. —Jorge E. 
Gomar, Carl T. Haas, and David P. Morton; 
128(2), 103-9 (2002). 

Reducing Variability to Improve Performance as a 
Lean Construction Principle. —H. Randolph 
Thomas, Michael J. Horman, Ubiraci Espinelli 
Lemes de Souza, and Ivica Zavrski; 128(2), 
144-54 (2002). 

Photography 

Time-Lapse Digital Photography Applied to 
Project Management. —Jorge Abeid and David 
Arditi; 128(6), 530-5 (2002). 

Pricing 

SIM-UTILITY: Model for Project Ceiling Price 
Determination. — Wei-Chih Wang; 128(1), 
76-84 (2002). 

Private sector 

Partnering on Defense Contracts. —Charles R. 
Glagola and William Malcolm Sheedy; 128(2), 
127-38 (2002). 

Privatization 

Analyzing Asian Infrastructure Development 
Privatization Market. —Young Hoon Kwak; 
128(2), 110-6 (2002). 

Productivity 

Benchmarking Productivity Indicators for 
Electrical/Mechanical Projects. —Awad S. 
Hanna, Pehr Peterson, and Min-Jae Lee; 128(4), 
331-7 (2002). 


- Case Study of Obsolescence and Equipment 


Productivity. — Ittiphol Bhurisith and Ali 
Touran; 128(4), 357-61 (2002). 

Factors in Productivity and Unit Cost for Advanced 
Machine Guidance. — Snaebjorn Jonasson, 
Phillip S. Dunston, Kamal Ahmed, and Jeff 
Hamilton; 128(5), 367-74 (2002). 

Partial Factor Productivity and Equipment Tech- 
nology Change at Activity Level in U.S. Con- 
struction Industry. — Paul M. Goodrum and Carl 
T. Haas; 128(6), 463-72 (2002). 


Project management 

Influence of Project Type and Procurement Method 
on Rework Costs in Building Construction 
Projects. — Peter E. D. Love; 128(1), 18-29 
(2002). 

Achieving Multiple Project Objectives through 
Contingency Management. — David N. Ford; 
128(1), 30-9 (2002). 

Updating the Decision Aids for Tunneling. — 
Christoph Haas and Herbert H. Einstein; 128(1), 
40-8 (2002). 

Quantitative Definition of Projects Impacted by 
Change Orders. —Awad S. Hanna, Richard 
Camlic, Pehr A. Peterson, and Erik V. Nordheim; 
128(1), 57-64 (2002). 

SIM-UTILITY: Model for Project Ceiling Price 
Determination. — Wei-Chih Wang; 128(1), 
76-84 (2002). 

Build-Operate-Transfer-Type Procurement in 
Asian Megaprojects. —Mohan M. Kuma- 
raswamy and David A. Morris; 128(2), 93-102 
(2002). 

Incorporating Practicability into Genetic 
Algorithm-Based Time-Cost Optimization. 
—Bryan Christopher Que; 128(2), 139-43 
(2002). 

Reducing Variability to Improve Performance as a 
Lean Construction Principle. —H. Randolph 
Thomas, Michael J. Horman, Ubiraci Espinelli 
Lemes de Souza, and Ivica Zavrski; 128(2), 
144-54 (2002). 

RISim: Resource-Interacted Simulation Modeling 
in Construction. —D. K. H. Chua and G. M. Li; 
128(3), 195-202 (2002). 

Achieving Lean Design Process: Improvement 
Methodology. — Javier Freire and Luis F. 
Alarcon; 128(3), 248-56 (2002). 

Network Creation and Development for Repetitive- 
Unit Projects. —Kyoo Jin Yi, Hyun-Soo Lee, 
and Yoon Ki Choi; 128(3), 257-64 (2002). 

Automated Generation of Work Spaces Required 
by Construction Activities. —Burcu Akinci, 
Martin Fischer, and John Kunz; 128(4), 306-15 
(2002). 

Alternative Concession Model for Build Operate 
Transfer Contract Projects. —L. Y. Shen, H. Li, 
and Q. M. Li; 128(4), 326-30 (2002). 

Enhancing Project Evaluation and Review Tech- 
nique Simulation through Artificial Neural 
Network-based Input Modeling. —Ming Lu; 
128(5), 438-45 (2002). 

Integrated Methodology for Project Risk 
Management. — Alfredo del Cano and M. Pilar 
de la Cruz; 128(6), 473-85 (2002). 

Testing of Minimization of Subjectivity in Best 
Value Procurement by Using Artificial Intelli- 
gence Systems in State of Utah Procurement. 
—Dean T. Kashiwagi and Richard Byfield; 
128(6), 496-502 (2002). 


Use of Fuzzy Logic for Predicting Design Cost 
Overruns on Building Projects. — Karla Knight 
and Aminah Robinson Fayek; 128(6), 503-12 
(2002). 

Time-Lapse Digital Photography Applied to 
Project Management. — Jorge Abeid and David 
Arditi; 128(6), 530-5 (2002). 

Project planning 

Analyzing Asian Infrastructure Development 
Privatization Market. — Young Hoon Kwak; 
128(2), 110-6 (2002). 

Constructability Concepts in West Port Highway in 
Malaysia. — Mekdam A. Nima, Mohd R. Abdul- 
Kadir, Mohd S. Jaafar, and Riadh G. Alghulami; 
128(4), 348-56 (2002). 

Decision Support System for Scheduling Steel Fab- 
rication Projects. — G. Karumanasseri and S. 
AbouRizk; 128(5), 392-9 (2002). 

Genetic Algorithms for Construction Site Layout in 
Project Planning. — Michael J. Mawdesley, 
Saad H. Al-jibouri, and Hongbo Yang; 128(5), 
418-26 (2002). 

Purchasing 

State of Utah Performance Information Procure- 
ment System Tests. —Dean Kashiwagi and Ri- 
chard Byfield; 128(4), 338-47 (2002). 

Quality control 

Time of Sampling Strategies for Asphalt Pavement 
Quality Assurance. —Brenda McCabe, Simaan 
AbouRizk, and Jim Gavin; 128(1), 85-9 (2002). 

QUALICON: Computer-Based System for Con- 
struction Quality Management. —Mireille G. 
Battikha; 128(2), 164-73 (2002). 

Quantitative analysis 

Quantitative Definition of Projects Impacted by 
Change Orders. —-Awad S. Hanna, Richard 
Camlic, Pehr A. Peterson, and Erik V. Nordheim; 
128(1), 57-64 (2002). 

Empirical Investigation of Construction Contrac- 
tors’ Organizational Learning. —G. K. Kulu- 
langa, A. D. F. Price, and R. McCaffer; 128(5), 
385-91 (2002). 

Reconstruction 

Case Study of Urban Concrete Pavement Recon- 
struction on Interstate 10. —Eul-Bum Lee, Jeff 
Roesler, John T. Harvey, and C. William Ibbs; 
128(1), 49-56 (2002). 

Regression models 

Model for Predicting Performance of Architects 
and Engineers. —Yean Yng Ling; 128(5), 
446-55 (2002). 

Rehabilitation 

Financial Outlay Modeling for a Local Sewer Re- 
habilitation Strategy. —Samuel T. Ariaratnam 
and Colin W. MacLeod; 128(6), 486-95 (2002). 

Research 

Physiological Demands during Construction Work. 
—Tariq S. Abdelhamid and John G. Everett; 
128(5), 427-37 (2002). 

Risk management 

Multiple Simulation Analysis for Probabilistic Cost 
and Schedule Integration. —Leroy J. Isidore and 
W. Edward Back; 128(3), 211-9 (2002). 

Integrated Methodology for Project Risk 
Management. — Alfredo del Cano and M. Pilar 
de la Cruz; i28(6), 473-85 (2002). 

Safety 

Safety Climate in Construction Site Environments. 


—Sherif Mohamed; 128(5), 375-84 (2002). 


562 / JOURNAL OF CONSTRUCTION ENGINEERING AND MANAGEMENT / NOVEMBER/DECEMBER 2002 


| 
lil 
| 
| 


Mechanical Contracting Safety Issues. — Tycho 
Fredericks, Osama Abudayyeh, Mark Palm- 
quist, and Helga N. Torres; 128(2), 186-93 
(2002). 

Sampling 

Enhancing Project Evaluation and Review Tech- 
nique Simulation through Artificial Neural 
Network-based Input Modeling. — Ming Lu; 
128(5), 438-45 (2002). 

Sampling designs 

Time of Sampling Strategies for Asphalt Pavement 
Quality Assurance. — Brenda McCabe, Simaan 
AbouRizk, and Jim Gavin; 128(1), 85-9 (2002). 

Scheduling 

Influence of Project Type and Procurement Method 
on Rework Costs in Building Construction 
Projects. — Peter E. D. Love; 128(1), 18-29 
(2002). 

Incorporating Practicability into Genetic 
Algorithm-Based Time-Cost Optimization. — 
Bryan Christopher Que; 128(2), 139-43 (2002). 

Multiple Simulation Analysis for Probabilistic Cost 
and Schedule Integration. — Leroy J. Isidore 
and W. Edward Back; 128(3), 211-9 (2002). 

Network Creation and Development for Repetitive- 
Unit Projects. — Kyoo Jin Yi, Hyun-Soo Lee, 
and Yoon Ki Choi; 128(3), 257-64 (2002). 

Representing Work Spaces Generically in Con- 
struction Method Models. — Burcu Akinci, 
Martin Fischer, John Kunz, and Ray Levitt; 
128(4), 296-305 (2002). 

Automated Generation of Work Spaces Required 
by Construction Activities. — Burcu Akinci, 
Martin Fischer, and John Kunz; 128(4), 306-15 
(2002). 

Decision Support System for Scheduling Steel Fab- 
rication Projects. — G. Karumanasseri and S. 
AbouRizk; 128(5), 392-9 (2002). 

Challenges in Line-of-Balance Scheduling. — 
David Arditi, Onur B. Tokdemir, and Kangsuk 
Suh; 128(6), 545-56 (2002). 

Selection 

Adaptive Probabilistic Neural Network-based 
Crane Type Selection System. — Anil Sawhney 
and André Mund; 128(3), 265-73 (2002). 

Sewers 

Financial Outlay Modeling for a Local Sewer Re- 
habilitation Strategy. — Samuel T. Ariaratnam 
and Colin W. MacLeod; 128(6), 486-95 (2002). 

Shoring 

Stability Analyses and Design Recommendations 
for Practical Shoring Systems during 
Construction. — Jui-Lin Peng; 128(6), 536-44 

(2002). 


Multiple Simulation Analysis for Probabilistic Cost 
and Schedule Integration. — Leroy J. Isidore 
and W. Edward Back; 128(3), 211-9 (2002). 

Enhancing Project Evaluation and Review Tech- 
nique Simulation through Artificial Neural 
Network-based Input Modeling. — Ming Lu; 
128(5), 438-45 (2002). 

Analytical and Approximate Variance of Total 
Project Cost. — Martin Skitmore and S. Thomas 
Ng; 128(5), 456-60 (2002). 

Simulation models 

RISim: Resource-Interacted Simulation Modeling 
in Construction. — D. K. H. Chua and G. M. Li; 
128(3), 195-202 (2002). 

Site preparation, construction 

Site Layout Planning using Nonstructural Fuzzy 
Decision Support System. — C. M. Tam, Tho- 
mas K. L. Tong, Arthur W. T. Leung, and Gerald 
W. C. Chiu; 128(3), 220-31 (2002). 

Stability 

Stability Analyses and Design Recommendations 
for Practical Shoring Systems during 
Construction. — Jui-Lin Peng; 128(6), 536-44 
(2002). 

State government 

State of Utah Performance Information Procure- 
ment System Tests. — Dean Kashiwagi and Ri- 
chard Byfield; 128(4), 338-47 (2002). 

Statistics 

Enhancing Project Evaluation and Review Tech- 
nique Simulation through Artificial Neural 
Network-based Input Modeling. — Ming Lu; 
128(5), 438-45 (2002). 

Steel fibers 

Decision Support System for Scheduling Steel Fab- 
rication Projects. — G. Karumanasseri and S. 
AbouRizk; 128(5), 392-9 (2002). 

Structural failures 

Documenting and Analyzing Construction 
Failures. — Janet K. Yates and Edward E. 
Lockley; 128(1), 8-17 (2002). 

Surveys 

Spatial Integration in Construction. — Leonhard E. 
Bernold; 128(5), 400-8 (2002). 

Tunnel construction 

Concessionaire Selection for Build-Operate- 
Transfer Tunnel Projects in Hong Kong. — X. Q. 
Zhang, M. M. Kumaraswamy, W. Zheng, and E. 
Palaneeswaran; 128(2), 155-63 (2002). 

Tunneling 

Updating the Decision Aids for Tunneling. — 
Christoph Haas and Herbert H. Einstein; 128(1), 
40-8 (2002). 


United States 

Competitive Positioning in United States Construc- 
tion Industry. — Serdar Kale and David Arditi; 
128(3), 238-47 (2002). 

Partial Factor Productivity and Equipment Tech- 
nology Change at Activity Level in U.S. Con- 
struction Industry. — Paul M. Goodrum and Carl 
T. Haas; 128(6), 463-72 (2002). 

Urban areas 

Case Study of Urban Concrete Pavement Recon- 
struction on Interstate 10. — Eul-Bum Lee, Jeff 
Roesler, John T. Harvey, and C. William Ibbs; 
128(1), 49-56 (2002). 

Utah 

State of Utah Performance Information Procure- 
ment System Tests. — Dean Kashiwagi and Ri- 
chard Byfield; 128(4), 338-47 (2002). 

Testing of Minimization of Subjectivity in Best 
Value Procurement by Using Artificial Intelli- 
gence Systems in State of Utah Procurement. — 
Dean T. Kashiwagi and Richard Byfield; 128(6), 
496-502 (2002). 

Utility theory 

SIM-UTILITY: Model for Project Ceiling Price 
Determination. — Wei-Chih Wang; 128(1), 
76-84 (2002). 

Variability 

Reducing Variability to Improve Performance as a 
Lean Construction Principle. — H. Randolph 
Thomas, Michael J. Horman, Ubiraci Espinelli 
Lemes de Souza, and Ivica Zavrski; 128(2), 
144-54 (2002). 

Wastes 

Material Waste in Building Industry: Main Causes 
and Prevention. — Carlos T. Formoso, Lucio 
Soibelman, Claudia De Cesare, and Eduardo L. 
Isatto; 128(4), 316-25 (2002). 


Workspace 

Identification and Resolution of Work Space Con- 
flicts in Building Construction. — Sy-Jye Guo; 
128(4), 287-95 (2002). 

Representing Work Spaces Generically in Con- 
struction Method Models. — Burcu Akinci, 
Martin Fischer, John Kunz, and Ray Levitt; 
128(4), 296-305 (2002). 

Automated Generation of Work Spaces Required 
by Construction Activities. — Burcu Akinci, 
Martin Fischer, and John Kunz; 128(4), 306-15 


(2002). 

JOURNAL OF CONSTRUCTION ENGINEERING AND MANAGEMENT / NOVEMBER/DECEMBER 2002 / 563 


2002 ANNUAL INDEX 


Abdelhamid, Tariq S. 

Physiological Demands during Construction Work. 
—Tariq S. Abdelhamid and John G. Everett; 
128(5), 427-37 (2002). 


Abdul-Kadir, Mohd R. 

Constructability Concepts in West Port Highway in 
Malaysia. —Mekdam A. Nima, Mohd R. Abdul- 
Kadir, Mohd S. Jaafar, and Riadh G. Alghulami; 
128(4), 348-56 (2002). 

Abeid, Jorge 

Time-Lapse Digital Photography Applied to 
Project Management. —Jorge Abeid and David 
Arditi; 128(6), 530-5 (2002). 


AbouRizk, S. 

Decision Support System for Scheduling Steel Fab- 
rication Projects. —G. Karumanasseri and S. 
AbouRizk; 128(5), 392-9 (2002). 


AbouRizk, Simaan 

Time of Sampling Strategies for Asphalt Pavement 
Quality Assurance. —Brenda McCabe, Simaan 
AbouRizk, and Jim Gavin; 128(1), 85-9 (2002). 


AbouRizk, Simaan M. 

Unified Modeling Methodology for Construction 
Simulation. — Dany Hajjar and Simaan M. 
AbouRizk; 128(2), 174-85 (2002). 


Abudayyeh, Osama 

Mechanical Contracting Safety Issues. —Tycho 
Fredericks, Osama Abudayyeh, Mark Palm- 
quist, and Helga N. Torres; 128(2), 186-93 
(2002). 

Ahmed, Kamal 

Factors in Productivity and Unit Cost for Advanced 
Machine Guidance. —Snaebjorn Jonasson, Phil- 
lip S. Dunston, Kamal Ahmed, and _ Jeff 
Hamilton; 128(5), 367-74 (2002). 


Akinci, Burcu 

Representing Work Spaces Generically in Con- 
struction Method Models. —Burcu Akinci, Mar- 
tin Fischer, John Kunz, and Ray Levitt; 128(4), 
296-305 (2002). 

Automated Generation of Work Spaces Required 

Construction Activities. —Burcu Akinci, 


Martin Fischer, and John Kunz; 128(4), 306-15 


(2002). 


Alarcon, Luis F. 

Achieving Lean Design Process: Improvement 
Methodology. — Javier Freire and Luis F. 
Alarcon; 128(3), 248-56 (2002). 


Alghulami, Riadh G. 

Constructability Concepts in West Port Highway in 
Malaysia. —Mekdam A. Nima, Mohd R. Abdul- 
Kadir, Mohd S. Jaafar, and Riadh G. Alghulami; 
128(4), 348-56 (2002). 


Al-jibouri, Saad H. 

Genetic Algorithms for Construction Site Layout in 
Project Planning. —Michael J. Mawdesley, Saad 
H. Al-jibouri, and Hongbo Yang; 128(5), 418-26 
(2002). 


564 / JOURNAL OF CONSTRUCTION ENGINEERING AND MANAGEMENT / NOVEMBER/DECEMBER 2002 


Arditi, David 

Constructability Analysis in the Design Firm. — 
David Arditi, Ahmed Elhassan, and Y. Cengiz 
Toklu; 128(2), 117-26 (2002). 

Competitive Positioning in United States Construc- 
tion Industry. — Serdar Kale and David Arditi; 
128(3), 238-47 (2002). 

Time-Lapse Digital Photography Applied to 
Project Management. — Jorge Abeid and David 
Arditi; 128(6), 530-5 (2002). 

Challenges in Line-of-Balance Scheduling. — 
David Arditi, Onur B. Tokdemir, and Kangsuk 
Suh; 128(6), 545-56 (2002). 


Ariaratnam, Samuel T. 

Financial Outlay Modeling for a Local Sewer Re- 
habilitation Strategy. — Samuel T. Ariaratnam 
and Colin W. MacLeod; 128(6), 486-95 (2002). 


Back, W. Edward 

Multiple Simulation Analysis for Probabilistic Cost 
and Schedule Integration. — Leroy J. Isidore 
and W. Edward Back; 128(3), 211-9 (2002). 


Bashford, Howard 

Discussion of “Customer Satisfaction in Home 
Building” by Zeljko M. Torbica and Robert C. 
Stroh. —Howard Bashford, Anil Sawhney, and 
Ken Walsh; 128(4), 364-5 (2002). 


Battikha, Mireille G. 

QUALICON: Computer-Based System for Con- 
struction Quality Management. —Mireille G. 
Battikha; 128(2), 164-73 (2002). 


Bernold, Leonhard E. 
Spatial Integration in Construction. —Leonhard E. 
Bernold; 128(5), 400-8 (2002). 


Bhurisith, Ittiphol 

Case Study of Obsolescence and Equipment 
Productivity. — Ittiphol Bhurisith and Ali 
Touran; 128(4), 357-61 (2002). 


Byfield, Richard 

State of Utah Performance Information Procure- 
ment System Tests. —Dean Kashiwagi and Ri- 
chard Byfield; 128(4), 338-47 (2002). 

Testing of Minimization of Subjectivity in Best 
Value Procurement by Using Artificial Intelli- 
gence Systems in State of Utah Procurement. 
—Dean T. Kashiwagi and Richard Byfield; 
128(6), 496-502 (2002). 


Camlic, Richard 

Quantitative Definition of Projects Impacted by 
Change Orders. —Awad S. Hanna, Richard 
Camlic, Pehr A. Peterson, and Erik V. Nordheim; 
128(1), 57-64 (2002). 

Chan, W. T. 

Constraint Programming Approach to Precast Pro- 
duction Scheduling. —W. T. Chan and Hao Hu; 
128(6), 513-21 (2002). 


Cheung, Sai-On 

Fundamentals of Alternative Dispute Resolution 
Processes in Construction. — Sai-On Cheung, 
Henry C. H. Suen, and Tsun-Ip Lam; 128(5), 
409-17 (2002). 

Chiu, Gerald W. C. 

Site Layout Planning using Nonstructural Fuzzy 
Decision Support System. — C. M. Tam, Tho- 
mas K. L. Tong, Arthur W. T. Leung, and Gerald 
W. C. Chiu; 128(3), 220-31 (2002). 

Choi, Yoon Ki 

Network Creation and Development for Repetitive- 
Unit Projects. — Kyoo Jin Yi, Hyun-Soo Lee, 
and Yoon Ki Choi; 128(3), 257-64 (2002). 

Christodoulou, Symeon 

Discussion of “Feasibility Study of 4D CAD in 
Commercial Construction” by Bonsang Koo and 
Martin Fischer. — Symeon Christodoulou; 
128(3), 274 (2002). 

Chua, D. K. H. 

RISim: Resource-Interacted Simulation Modeling 
in Construction. — D. K. H. Chua and G. M. Li; 
128(3), 195-202 (2002). 

Connolly, J. P. 

Discussion of “Bid-Spread” by Martin Skitmore, 
Derek Drew, and Stephen Ngai. —J. P. 
Connolly; 128(5), 461-2 (2002). 

David, Scott A. 

Past and Future of Construction Equipment—Part 
IV. —Cliff J. Schexnayder and Scott A. David; 
128(4), 279-86 (2002). 

De Cesare, Claudia 

Material Waste in Building Industry: Main Causes 
and Prevention. —Carlos T. Formoso, Lucio 
Soibelman, Claudia De Cesare, and Eduardo L. 
Isatto; 128(4), 316-25 (2002). 

de la Cruz, M. Pilar 

Integrated Methodology for Project Risk 
Management. — Alfredo del Cano and M. Pilar 
de la Cruz; 128(6), 473-85 (2002). 

del Cano, Alfredo 

Integrated Methodology for Project Risk 
Management. — Alfredo del Cano and M. Pilar 
de la Cruz; 128(6), 473-85 (2002). 

de Souza, Ubiraci Espinelli Lemes 

Reducing Variability to Improve Performance as a 
Lean Construction Principle. —H. Randolph 
Thomas, Michael J. Horman, Ubiraci Espinelli 
Lemes de Souza, and Ivica Zavrski; 128(2), 
144-54 (2002). 

Dunston, Phillip S. 

Factors in Productivity and Unit Cost for Advanced 
Machine Guidance. —Snaebjorn Jonasson, Phil- 
lip S. Dunston, Kamal Ahmed, and Jeff 
Hamilton; 128(5), 367-74 (2002). 

Einstein, Herbert H. 

Updating the Decision Aids for Tunneling. 
—Christoph Haas and Herbert H. Einstein; 


128(1), 40-8 (2002). 


Elhassan, Ahmed 

Constructability Analysis in the Design Firm. — 
David Arditi, Ahmed Elhassan, and Y. Cengiz 
Toklu; 128(2), 117-26 (2002). 


Everett, John G. 

Physiological Demands during Construction Work. 
— Tariq S. Abdelhamid and John G. Everett; 
128(5), 427-37 (2002). 


Farbarik, John J. 

Discussion of “Schedule Acceleration, Work Flow, 

- and Labor Productivity” by H. Randolph 

Thomas. — John J. Farbarik; 128(3), 275-6 
(2002). 

Discussion of “Impact of Change Orders on Labor 
Efficiency for Electrical Construction” by Awad 
S. Hanna, Jeffrey S. Russell, Erik. V. Nordheim, 

~ and Matthew J. Bruggink. — John J. Farbarik; 

7 7 128(4), 362-3 (2002). 

Fischer, Martin 

Closure to “‘Feasibility Study of 4D CAD in Com- 
mercial Construction” by Bonsang Koo and 
Martin Fischer. —Bonsang Koo and Martin 
Fischer; 128(3), 274-5 (2002). 

Representing Work Spaces Generically in Con- 
struction Method Models. —Burcu Akinci, Mar- 
tin Fischer, John Kunz, and Ray Levitt; 128(4), 
296-305 (2002). 

Automated Generation of Work Spaces Required 
by Construction Activities. —Burcu Akinci, 
Martin Fischer, and John Kunz; 128(4), 306-15 
(2002). 


Ford, David N. 

Achieving Multiple Project Objectives through 
Contingency Management. —David N. Ford; 
128(1), 30-9 (2002). 


Formoso, Carlos T. 

Material Waste in Building Industry: Main Causes 
and Prevention. —-Carlos T. Formoso, Lucio 
Soibelman, Claudia De Cesare, and Eduardo L. 
Isatto; 128(4), 316-25 (2002). 


Forrest, John 

_ Enhancing Financial Success Among Electrical 
Contractors. — Edward J. Jaselskis, James M. 
_ Kurtenbach, and John Forrest; 128(1), 65-75 


(2002). 


Fredericks, Tycho 

Mechanical Contracting Safety Issues. —Tycho 
Fredericks, Osama Abudayyeh, Mark Palm- 
quist, and Helga N. Torres; 128(2), 186-93 

(2002). 


Freire, Javier 

Achieving Lean Design Process: Improvement 
Methodology. — Javier Freire and Luis F. 
Alarcon; 128(3), 248-56 (2002). 

Gavin, Jim 

Time of Sampling Strategies for Asphalt Pavement 
Quality Assurance. —Brenda McCabe, Simaan 
AbouRizk, and Jim Gavin; 128(1), 85-9 (2002). 


Glagola, Charles R. 

Partnering on Defense Contracts. —Charles R. 
Glagola and William Malcolm Sheedy; 128(2), 
127-38 (2002). 


Gomar, Jorge E. 

Assignment and Allocation Optimization of Par- 
tially Multiskilled Workforce. —Jorge E. 

_ Gomar, Carl T. Haas, and David P. Morton; 

128(2), 103-9 (2002). 


Goodrum, Paul M. 

Partial Factor Productivity and Equipment Tech- 
nology Change at Activity Level in U.S. Con- 
struction Industry. — Paul M. Goodrum and Carl 
T. Haas; 128(6), 463-72 (2002). 


Grace, R. A. 

Discussion of “Commercial Diving Operations in 
Construction” by Steven Maberry. — R. A. 
Grace; 128(1), 90 (2002). 


Guo, Sy-Jye 
Identification and Resolution of Work Space Con- 
flicts in Building Construction. — Sy-Jye Guo; 
128(4), 287-95 (2002). 


Haas, Carl T. 

Assignment and Allocation Optimization of Par- 
tially Multiskilled Workforce. — Jorge E. 
Gomar, Carl T. Haas, and David P. Morton; 
128(2), 103-9 (2002). 

Partial Factor Productivity and Equipment Tech- 
nology Change at Activity Level in U.S. Con- 
struction Industry. — Paul M. Goodrum and Carl 
T. Haas; 128(6), 463-72 (2002). 


Haas, Christoph 

Updating the Decision Aids for Tunneling. 
—Christoph Haas and Herbert H. Einstein; 
128(i), 40-8 (2002). 


Hajjar, Dany 

Unified Modeling Methodology for Construction 
Simulation. — Dany Hajjar and Simaan M. 
AbouRizk; 128(2), 174-85 (2002). 


Hamilton, Jeff 

Factors in Productivity and Unit Cost for Advanced 
Machine Guidance. —Snaebjorn Jonasson, Phil- 
lip S. Dunston, Kamal Ahmed, and Jeff 
Hamilton; 128(5), 367-74 (2002). 


Hanna, Awad S. 

Quantitative Definition of Projects Impacted by 
Change Orders. —Awad S. Hanna, Richard 
Camlic, Pehr A. Peterson, and Erik V. Nordheim; 
128(1), 57-64 (2002). 

Benchmarking Indicators for 
Electrical/Mechanical Projects. —-Awad_ S. 
Hanna, Pehr Peterson, and Min-Jae Lee; 128(4), 
331-7 (2002). 

Closure to “Impact of Change Orders on Labor Ef- 
ficiency for Electrical Construction” by Awad S. 
Hanna, Jeffrey S. Russell, Erik V. Nordheim, and 
Matthew J. Bruggink. —Awad S. Hanna and Jef- 
frey S. Russell; 128(4), 363-4 (2002). 


Productivity 


Harvey, John T. 

Case Study of Urban Concrete Pavement Recon- 
struction on Interstate 10. —Eul-Bum Lee, Jeff 
Roesler, John T. Harvey, and C. William Ibbs; 
128(1), 49-56 (2002). 


Horman, Michael J. 

Reducing Variability to Improve Performance as a 
Lean Construction Principle. —-H. Randolph 
Thomas, Michael J. Horman, Ubiraci Espinelli 
Lemes de Souza, and Ivica Zavrski; 128(2), 
144-54 (2002). 


Hu, Hao 

Constraint Programming Approach to Precast Pro- 
duction Scheduling. —W. T. Chan and Hao Hu; 
128(6), 513-21 (2002). 


Ibbs, C. William 

Case Study of Urban Concrete Pavement Recon- 
struction on Interstate 10. — Eul-Bum Lee, Jeff 
Roesler, John T. Harvey, and C. William Ibbs; 
128(1), 49-56 (2002). 


Isatto, Eduardo L. 

Material Waste in Building Industry: Main Causes 
and Prevention. — Carlos T. Formoso, Lucio 
Soibelman, Claudia De Cesare, and Eduardo L. 
Isatto; 128(4), 316-25 (2002). 


Isidore, Leroy J. 

Multiple Simulation Analysis for Probabilistic Cost 
and Schedule Integration. — Leroy J. Isidore 
and W. Edward Back; 128(3), 211-9 (2002). 


Jaafar, Mohd S. 

Constructability Concepts in West Port Highway in 
Malaysia. — Mekdam A. Nima, Mohd R. Abdul- 
Kadir, Mohd S. Jaafar, and Riadh G. Alghuiami; 
128(4), 348-56 (2002). 


Jaselskis, Edward J. 

Enhancing Financial Success Among Electrical 
Contractors. — Edward J. Jaselskis, James M. 
Kurtenbach, and John Forrest; 128(1), 65-75 
(2002). 


Jonasson, Snaebjorn 

Factors in Productivity and Unit Cost for Advanced 
Machine Guidance. —Snaebjorn Jonasson, Phil- 
lip S. Dunston, Kamal Ahmed, and Jeff 
Hamilton; 128(5), 367-74 (2002). 


Kale, Serdar 

Competitive Positioning in United States Construc- 
tion Industry. —Serdar Kale and David Arditi; 
128(3), 238-47 (2002). 


Karumanasseri, G. 

Decision Support System for Scheduling Steel Fab- 
rication Projects. —G. Karumanasseri and S. 
AbouRizk; 128(5), 392-9 (2002). 


Kashiwagi, Dean 

State of Utah Performance Information Procure- 
ment System Tests. —Dean Kashiwagi and Ri- 
chard Byfield; 128(4), 338-47 (2002). 


Kashiwagi, Dean T. 

Testing of Minimization of Subjectivity in Best 
Value Procurement by Using Artificial Intelli- 
gence Systems in State of Utah Procurement. 
—Dean T. Kashiwagi and Richard Byfield; 
128(6), 496-502 (2002). 


Knight, Karla 

Use of Fuzzy Logic for Predicting Design Cost 
Overruns on Building Projects. —Karla Knight 
and Aminah Robinson Fayek; 128(6), 503-12 
(2002). 


Koo, Bonsang 

Closure to “Feasibility Study of 4D CAD in Com- 
mercial Construction” by Bonsang Koo and 
Martin Fischer. —Bonsang Koo and Martin 
Fischer; 128(3), 274-5 (2002). 


Kululanga, G. K. 

Empirical Investigation of Construction Contrac- 
tors’ Organizational Learning. —G. K. Kulu- 
langa, A. D. F. Price, and R. McCaffer; 128(5), 
385-91 (2002). 


XKumaraswamy, M. M. 

Concessionaire Selection for Build-Operate- 
Transfer Tunnel Projects in Hong Kong. —X. Q. 
Zhang, M. M. Kumaraswamy, W. Zheng, and E. 
Palaneeswaran; 128(2), 155-63 (2002). 


JOURNAL OF CONSTRUCTION ENGINEERING AND MANAGEMENT / NOVEMBER/DECEMBER 2002 / 565 


} 
~ 


Kumaraswamy, Mohan M. 

Build-Operate-Transfer-Type Procurement in 
Asian Megaprojects. — Mohan M. Kuma- 
raswamy and David A. Morris; 128(2), 93-102 
(2002). 

Kunz, John 

Representing Work Spaces Generically in Con- 
struction Method Models. — Burcu Akinci, 
Martin Fischer, John Kunz, and Ray Levitt; 
128(4), 296-305 (2002). 

Automated Generation of Work Spaces Required 
by Construction Activities. — Burcu Akinci, 
Martin Fischer, and John Kunz; 128(4), 306-15 
(2002). 

Kurtenbach, James M. 

Enhancing Financial Success Among Electrical 

Contractors. — Edward J. Jaselskis, James M. 

' Kurtenbach, and John Forrest; 128(1), 65-75 
(2002). 

Kwak, Young Hoon 

Analyzing Asian Infrastructure Development 
Privatization Market. —Young Hoon Kwak; 
128(2), 110-6 (2002). 

Lam, Tsun-Ip 

Fundamentals of Alternative Dispute Resolution 
Processes in Construction. —Sai-On Cheung, 
Henry C. H. Suen, and Tsun-Ip Lam; 128(5), 
409-17 (2002). 

Lee, Eul-Bum 

Case Study of Urban Concrete Pavement Recon- 

struction on Interstate 10. —Eul-Bum Lee, Jeff 

Roesler, John T. Harvey, and C. William Ibbs; 

128(1), 49-56 (2002). 


Lee, Hyun-Soo 
Network Creation and Development for Repetitive- 


Unit Projects. —Kyoo Jin Yi, Hyun-Soo Lee, 
and Yoon Ki Choi; 128(3), 257-64 (2002). 

Lee, Min-Jae 

Benchmarking Productivity Indicators for 
Electrical/Mechanical Projects. —Awad_ S. 
Hanna, Pehr Peterson, and Min-Jae Lee; 128(4), 
331-7 (2002). 

Leung, Arthur W. T. 

Site Layout Planning using Nonstructural Fuzzy 
Decision Support System. —C. M. Tam, Tho- 
mas K. L. Tong, Arthur W. T. Leung, and Gerald 
W. C. Chiu; 128(3), 220-31 (2002). 

Levitt, Ray 

Representing Work Spaces Generically in Con- 
struction Method Models. —Burcu Akinci, Mar- 
tin Fischer, John Kunz, and Ray Levitt; 128(4), 
296-305 (2002). 

Li, G. M. 

RISim: Resource-Interacted Simulation Modeling 
in Construction. —D. K. H. Chua and G. M. Li; 
128(3), 195-202 (2002). 

Li, H. 

Alternative Concession Model for Build Operate 
Transfer Contract Projects. —L. Y. Shen, H. Li, 
and Q. M. Li; 128(4), 326-30 (2002). 

Li, Q. M. 

Alternative Concession Model for Build Operate 
Transfer Contract Projects. —L. Y. Shen, H. Li, 
and Q. M. Li; 128(4), 326-30 (2002). 

Ling, Yean Yng 

Model for Predicting Performance of Architects 
and Engineers. —Yean Yng Ling; 128(5), 
446-55 (2002). 


Lockley, Edward E. 


Documenting and Analyzing Construction 


Failures. — Janet K. Yates and Edward E. 


Lockley; 128(1), 8-17 (2002). 


Love, Peter E. D. 

Influence of Project Type and Procurement Method 
on Rework Costs in Building Construction 
Projects. — Peter E. D. Love; 128(1), 18-29 
(2002). 


Lu, Ming 

Enhancing Project Evaluation and Review Tech- 
nique Simulation through Artificial Neural 
Network-based Input Modeling. — Ming Lu; 
128(5), 438-45 (2002). 


Maberry, Steven 

Closure to “Commercial Diving Operations in 
Construction” by Steven Maberry. — Steven 
Maberry; 128(1), 90-2 (2002). 


MacLeod, Colin W. 

Financial Outlay Modeling for a Local Sewer Re- 
habilitation Strategy. — Samuel T. Ariaratnam 
and Colin W. MacLeod; 128(6), 486-95 (2002). 


Maloney, William F. 

Construction Product/Service and Customer 
Satisfaction. — William F. Maloney; 128(6), 
522-9 (2002). 


Mawdesley, Michael J. 

Genetic Algorithms for Construction Site Layout in 
Project Planning. —Michael J. Mawdesley, Saad 
H. Al-jibouri, and Hongbo Yang; 128(5), 418-26 
(2002). 


McCabe, Brenda 

Time of Sampling Strategies for Asphalt Pavement 
Quality Assurance. —Brenda McCabe, Simaan 
AbouRizk, and Jim Gavin; 128(1), 85-9 (2002). 


McCoaffer, R. 

Empirical Investigation of Construction Contrac- 
tors’ Organizational Learning. —G. K. Kulu- 
langa, A. D. F. Price, and R. McCaffer; 128(5), 
385-91 (2002). 


Meng, Xianhai 

Guarantees for Contractor’s Performance and 
Owner’s Payment in China. —Xianhai Meng; 
128(3), 232-7 (2002). 


Mohamed, Sherif 
Safety Climate in Construction Site Environments. 
—Sherif Mohamed; 128(5), 375-84 (2002). 


Morris, David A. 

Build-Operate-Transfer-Type Procurement in 
Asian Megaprojects. —Mohan M. Kuma- 
raswamy and David A. Morris; 128(2), 93-102 
(2002). 


Morton, David P. 

Assignment and Allocation Optimization of Par- 
tially Multiskilled Workforce. —Jorge E. 
Gomar, Carl T. Haas, and David P. Morton; 
128(2), 103-9 (2002). 


Mund, André 

Adaptive Probabilistic Neural Network-based 
Crane Type Selection System. —Anil Sawhney 
and André Mund; 128(3), 265-73 (2002). 

Ng, S. Thomas 

Analytical and Approximate Variance of Total 


Project Cost. —Martin Skitmore and S. Thomas 
Ng; 128(5), 456-60 (2002). 


Nima, Mekdam A. 

Constructability Concepts in West Port Highway in 
Malaysia. — Mekdam A. Nima, Mohd R. Abdul- 
Kadir, Mohd S. Jaafar, and Riadh G. Alghulami; 
128(4), 348-56 (2002). 


Nordheim, Erik V. 

Quantitative Definition of Projects Impacted by 
Change Orders. — Awad S. Hanna, Richard 
Camlic, Pehr A. Peterson, and Erik V. Nordheim; 
128(1), 57-64 (2002). 


Ossman, George, III 

Discussion of “Schedule Acceleration, Work Flow, 
and Labor Productivity” by H. Randolph 
Thomas. — George Ossman, IH]; 128(3), 276-8 
(2002). 


Palaneeswaran, E. 

Concessionaire Selection for Build-Operate- 
Transfer Tunnel Projects in Hong Kong. — X. Q. 
Zhang, M. M. Kumaraswamy, W. Zheng, and E. 
Palaneeswaran; 128(2), 155-63 (2002). 


Palmquist, Mark 

Mechanical Contracting Safety Issues. — Tycho 
Fredericks, Osama Abudayyeh, Mark Palm- 
quist, and Helga N. Torres; 128(2), 186-93 
(2002). 


Peng, Jui-Lin 

Stability Analyses and Design Recommendations 
for Practical Shoring Systems during 
Construction. — Jui-Lin Peng; 128(6), 536-44 
(2002). 


Peterson, Pehr 
Benchmarking Productivity Indicators for 
Electrical/Mechanical Projects. —Awad S. 
Hanna, Pehr Peterson, and Min-Jae Lee; 128(4), 
Peterson, Pehr A. 


331-7 (2002). 
Quantitative Definition of Projects Impacted ne 


Change Orders. —Awad S. Hanna, Richard 
Camlic, Pehr A. Peterson, and Erik V. Nordheim; 
128(1), 57-64 (2002). 


Price, A. D. F. 

Empirical Investigation of Construction Contrac- 
tors’ Organizational Learning. —G. K. Kulu- 
langa, A. D. F. Price, and R. McCaffer; 128(5), 
385-91 (2002). 


Que, Bryan Christopher 

Incorporating Practicability into Genetic 
Algorithm-Based Time-Cost Optimization. 
—Bryan Christopher Que; 128(2), 139-43 
(2002). 


Robinson Fayek, Aminah 

Use of Fuzzy Logic for Predicting Design Cost 
Overruns on Building Projects. —Karla Knight 
and Aminah Robinson Fayek; 128(6), 503-12 
(2002). 


Roesler, Jeff 

Case Study of Urban Concrete Pavement Recon- 
struction on Interstate 10. —Eul-Bum Lee, Jeff 
Roesler, John T. Harvey, and C. William Ibbs; 
128(1), 49-56 (2002). 


Russell, Jeffrey S. 

Closure to “Impact of Change Orders on Labor Ef- 
ficiency for Electrical Construction” by Awad S. 
Hanna, Jeffrey S. Russell, Erik V. Nordheim, and 
Matthew J. Bruggink. —Awad S. Hanna and Jef- 
frey S. Russell; 128(4), 363-4 (2002). 


566 / JOURNAL OF CONSTRUCTION ENGINEERING AND MANAGEMENT / NOVEMBER/DECEMBER 2002 


| | 


Sawhney, Anil 

Adaptive Probabilistic Neural Network-based 
Crane Type Selection System. — Anil Sawhney 
and André Mund; 128(3), 265-73 (2002). 

Discussion of “Customer Satisfaction in Home 
Building” by Zeljko M. Torbica and Robert C. 
Stroh. — Howard Bashford, Anil Sawhney, and 
Ken Walsh; 128(4), 364-5 (2002). 

Schexnayder, Cliff J. 

Past and Future of Construction Equipment—Part 
IV. — Cliff J. Schexnayder and Scott A. David; 
128(4), 279-86 (2002). 

Sheedy, William Malcolm 

Partnering on Defense Contracts. — Charles R. 
Glagola and William Malcolm Sheedy; 128(2), 
127-38 (2002). 

Shen, L. Y. 

Alternative Concession Model for Build Operate 
Transfer Contract Projects. — L. Y. Shen, H. Li, 
and Q. M. Li; 128(4), 326-30 (2002). 

Skitmore, Martin 

Analytical and Approximate Variance of Total 
Project Cost. — Martin Skitmore and S. Thomas 
Ng; 128(5), 456-60 (2002). 

Soibelman, Lucio 

Material Waste in Building Industry: Main Causes 
and Prevention. — Carlos T. Formoso, Lucio 
Soibelman, Claudia De Cesare, and Eduardo L. 
Isatto; 128(4), 316-25 (2002). 

Stroh, Robert C. 

Closure to “Customer Satisfaction in Home Build- 
ing” by Zeljko M. Torbica and Robert C. Stroh. 
— Zeljko M. Torbica and Robert C. Stroh; 
128(4), 365-6 (2002). 

Suen, Henry C. H. 

Fundamentals of Alternative Dispute Resolution 
Processes in Construction. — Sai-On Cheung, 


Henry C. H. Suen, and Tsun-Ip Lam; 128(5), | 


409-17 (2002). 

Suh, Kangsuk 

Challenges in Line-of-Balance Scheduling. — 
David Arditi, Onur B. Tokdemir, and Kangsuk 
Suh; 128(6), 545-56 (2002). 

Tam, C. M. 

Site Layout Planning using Nonstructural Fuzzy 
Decision Support System. — C. M. Tam, Tho- 
mas K. L. Tong, Arthur W. T. Leung, and Gerald 

W.C. Chiu; 128(3), 220-31 (2002). 


Thomas, H. Randolph 

2000 Peurifoy Lecture: Construction Practices in 
Developing Countries. — H. Randolph Thomas; 
128(1), 1-7 (2002). 

Reducing Variability to Improve Performance as a 
Lean Construction Principle. — H. Randolph 
Thomas, Michael J. Horman, Ubiraci Espinelli 
Lemes de Souza, and Ivica Zavrski; 128(2), 
144-54 (2002). 

Closure to “Schedule Acceleration, Work Flow, 
and Labor Productivity’ by H. Randolph 
Thomas. — H. Randolph Thomas; 128(3), 278 
(2002). 


Tokdemir, Onur B. 

Challenges in Line-of-Balance Scheduling. — 
David Arditi, Onur B. Tokdemir, and Kangsuk 
Suh; 128(6), 545-56 (2002). 


Toklu, Y. Cengiz 

Constructability Analysis in the Design Firm. — 
David Arditi, Ahmed Elhassan, and Y. Cengiz 
Toklu; 128(2), 117-26 (2002). 


Tong, Thomas K. L. ae 

Site Layout Planning using Nonstructural Fuzzy 
Decision Support System. — C. M. Tam, Tho- 
mas K. L. Tong, Arthur W. T. Leung, and Gerald 
W. C. Chiu; 128(3), 220-31 (2002). 


Toole, T. Michael 

Construction Site Safety Roles. — T. Michael 
Toole; 128(3), 203-10 (2002). 

Torbica, Zeljko M. 

Closure to “Customer Satisfaction in Home Build- 
ing” by Zeljko M. Torbica and Robert C. Stroh. 
— Zeljko M. Torbica and Robert C. Stroh; 
128(4), 365-6 (2002). 


Torres, Helga N. 


_ Mechanical Contracting Safety Issues. — Tycho 


Fredericks, Osama Abudayyeh, Mark Palm- 
quist, and Helga N. Torres; 128(2), 186-93 
(2002). 


Touran, Ali 

Case Study of Obsolescence and Equipment 
Productivity. — Ittiphol Bhurisith and Ali 
Touran; 128(4), 357-61 (2002). 


Tse, Raymond Y. C. A 


Discussion of “Risk Assessment for Construction 
Joint Ventures in China” by L. Y. Shen, George 
W. C. Wu, and Catherine S. K. Ng. — Raymond 
Y. C. Tse; 128(2), 194 (2002). 


Walsh, Ken 

Discussion of “Customer Satisfaction in Home 
Building” by Zeljko M. Torbica and Robert C. 
Stroh. — Howard Bashford, Anil Sawhney, and 
Ken Walsh; 128(4), 364-5 (2002). 


Wang, Wei-Chih 

SIM-UTILITY: Model for Project Ceiling Price 
Determination. — Wei-Chih Wang; 128(1), 
76-84 (2002). 


Yang, Hongbo 

Genetic Algorithms for Construction Site Layout in 
Project Planning. — Michael J. Mawdesley, 
Saad H. Al-jibouri, and Hongbo Yang; 128(5), 
418-26 (2002). 


Yates, Janet K. 

Documenting and Analyzing Construction 
Failures. — Janet K. Yates and Edward E. 
Lockley; 128(1), 8-17 (2002). : 

Yi, Kyoo Jin 

Network Creation and Development for Repetitive- 
Unit Projects. — Kyoo Jin Yi, Hyun-Soo Lee, 
and Yoon Ki Choi; 128(3), 257-64 (2002). 

Zavrski, Ivica 

Reducing Variability to Improve Performance as a 
Lean Construction Principle. — H. Randolph 
Thomas, Michael J. Horman, Ubiraci Espinelli 
Lemes de Souza, and Ivica Zavrski; 128(2), 
144-54 (2002). 


Zhang, X. Q. 

Concessionaire Selection for Build-Operate- 
Transfer Tunnel Projects in Hong Kong. — X. Q. 
Zhang, M. M. Kumaraswamy, W. Zheng, and E. 


Palaneeswaran; 128(2), 155-63 (2002). 


Zheng, W. 

Concessionaire Selection for Build-Operate- 
Transfer Tunnel Projects in Hong Kong. — X. Q. 
Zhang, M. M. Kumaraswamy, W. Zheng, and E. 


Palaneeswaran; 128(2), 155-63 (2002). 


. ee JOURNAL OF CONSTRUCTION ENGINEERING AND MANAGEMENT / NOVEMBER/DECEMBER 2002 / 567 


Gane 


| 
: 
‘ 
\ 
{ 
: 
: 
ony 
+ 
) 
: 
4 
i] 
} 
| 
H 
} 
fe 
7 


